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The SM200 linear imager barcode scanner brings to point-of-sale checkout operations unmatched 
performance along with the latest technology and it is a reliable barcode reader suitable for a wide range 

of environments. SM200 features and its outstanding price-performance ratio make it the best solution 
for retail and warehouse applications. The SM200 emphasizes the curving lines of the new enclosure 
and supports USB interface. The powerful built-in decodes reads and discriminates all major 1D, 2D 

barcodes and GS1 DataBar™ symbologies, including damaged or poorly printed codes, 
reducing processing time and labor costs, while increasing accuracy. Its barcode programming menu 

provides extensive conguration options. The SM200 provides customers with one of the most cost-effective 
solution on the market and is the best choice for any retail environment.

SM200
2D USB BARCODE SCANNER
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SM200 
SPECIFICATIONS

SM200

PHYSICAL

BODY WEIGHT Approx. 90 g

CABLE WEIGHT Approx. 60 g

MATERIAL ABS

DIMENSION 65.01 mm W x 168.01 mm D x 54.92 mm H

ELECTRICAL

INTERFACE USB

SUPPLY OUTPUT VOLTAGE (TYP.) +5V±5%
SUPPLY OUTPUT LOW VOLTAGE 
(MAX.) 0.7V

CURRENT DRAW STAND BY (TYP.) 35 mA

CURRENT DRAW OPERATION (TYP.) 335 mA

ENVIRONMENTAL

OPERATING TEMPERATURE 0 °C to 50 °C (32 °F to 122 °F)

STORAGE TEMPERATURE -20 °C to 70 °C (-4 °F to 158 °F)

RELATIVE HUMIDITY 20% to 95% (Non-condensing)

PERFORMANCE

LIGHT SOURCE White light LED

SENSOR 1280(H) x 800 (V) pixels

FIELD OF VIEW Horizontal –55°, Vertical – 35°

SCAN RATE 60 fps (at full resolution)

READING DISTANCE 250mm@20mil/0.5mm, PCS90%

PRINT CONTRAST RATIO PCS30%@5mil/0.127mm

RESOLUTION 3mil/0.076mm@PCS90% Code39, 8mil/0.2mm@PCS90% QRCode
READING ANGLE
  PITCH ANGLE
  SKEW ANGLE

Test Conditions : Code 39, 10mil/0.25mm,PCS90%
±5°~60°
±5°~60°

AMBIENT LIGHT 100,000 Lux Max.

RELIABILITY

LIFE TIME TRIGGER SWITCH 1,000,000 times @1kg ±50g cycles

LIFE TIME MTBF(CALCULATED) 50,000 hours

THERMAL SHOCK HIGH TEMP. 60 °C (140 °F)

THERMAL SHOCK LOW TEMP. -20 °C (-4 °F)

THERMAL SHOCK CYCLE TIME 30 minutes for high temp. , 30 minutes for low temp.

THERMAL SHOCK CYCLES 24 cycles

CABLE BENDING TEST 25,000 times minimum (30 times/min @ 200g/90°)

DROP RESISTANCE 70.86 inches (180cm) drop on concrete surface

ELECTRO-STATIC DISCHARGE Both contact and air at up to 16KV

SEALING IP41 water and dust protection



Mechanical Drawing 
Unit: mm

SM200
2D USB BARCODE SCANNER

•	 Excellent Reading Performance for major 
1D and 2D barcodes, e.g. of QR codes,  
even with 30% damage or one finder  
pattern missing

•	 The best price-performance ratio solution 
on the market for retail and POS applications

•	 Support multiple Interface options,  
USB HID and Virtual COM

•	 Facilitates both contact and air 16KV 
Electrostatic discharge

•	 Designed for IP41 sealing protection
•	 Connectable to Android tablets or 

smartphones with optional cable

features

READING RANGE
BARCODE MIL/DEPTH OF FIELD MM 3mil Code39

4mil Code39
5mil Code39
6mil Code39

10mil Code39
13mil Code39
20mil Code39

20mil QR Code
20mil PDF417

20mil Data Matrix

40 ~ 90 mm
35 ~ 95 mm
30 ~ 110 mm
30 ~ 140 mm
30 ~ 160 mm
30 ~ 180 mm
30 ~ 250 mm
30 ~ 160 mm
30 ~ 110 mm
30 ~ 160 mm
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READABLE SYMBOLOGIES

1D SYMBOLOGIES
UPC-A, UPC-E, EAN-8/JAN-8, EAN-13/JAN-13, Code 39, Code 128,

Interleaved 25, Industrial 25, Matrix 25, Codabar/NW7, Code 93, China Post,
MSI/Plessey, Telepen, GS1 Databar Omni-directional, GS1 Databar Limited,

GS1 Databar Expended

2D SYMBOLOGIES Data Matrix, PDF 417, QR Code,Aztec,Micro PDF417,Micro QR Code,Dotcode
Option: Maxicode, Han Xin Code

Note: The test is under ambient light 700 ~ 800 Lux.

Reading area
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